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05. Open the door.

Every time you press the button, the lamps are turned on in the order of “1-2-3-4-5-Off”.

When two or more indicators are installed, room numbers should not be duplicated.

If you do not want to clean a room with the indicator in it, just close the door.

Mode

Make limited cleaning areas

Operate in the room assortment mode.

Distance

Set the output distance for room assortment signals.
Every time you press the button, the distance is shifted as 
follows: 1m(●) – 3m(●●) – 5m(●●●).
Set to fit to the door width.

Indicator number
Set the room number.
When you use 2 or more indicators, room numbers should not be
duplicated.

Set cleaning areas

Indicator
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02. Press the [Distance] button and adjust the distance of signals to set cleaning areas.

03. Calculate the signal distance to arrange the indicator in an appropriate position.

Repeat the pressing until the distance of signals to set cleaning areas becomes a desired level.

1m(●) - 3m(●●) - 5m(●●●)

If the distance is set as too short or too long, the robot cleaner may decide the area wrongly.

If the signal does not reach the wall, the robot cleaner may slip through the crack.

01. Press the [Mode] button to set the [Set cleaning areas] mode.

When the lamp gets turned on, repeat the pressing until the [Set cleaning areas] lamp is turned on.

■ You can make the robot cleaner work within a specified space (gray area in the figure).

■ In addition to the example below, you can make other spaces in various forms.

■ Indicator signals are transmitted into three front/right/left directions.

Using through setup of cleaning areas

Indicator (The pointy part is the front.)

Transmission signal (up to 5m)

Robot cleaner
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made.

It is recommended not to install indicators in a place with the charger in it.

In this case, it will become as if no indicator were installed.

The emitting signals of the charger (in the radius of 5 meters) may be overlapped with the 
signals of indicators, which can be ignored.

Charger

Emitting signals of the charger
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Cleaning the dust box

If the robot cleaner is working, press the [Start/Stop] button - the [Power] button to turn 
off the power.

Managing the product

01. Hold the dust box and remove it.

02. Lift the cover of the dust box.

03. Remove the dust filter.

The dust filter can be water-cleaned. After cleaning the filter with water, dry it completely in the shade.

In water-cleaning the filter, do not use any detergent.
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05. Insert the filter back into the dust box.

04. Empty the dust box.

06. Insert the cover of the dust box.

07. Insert the dust box back into the robot cleaner.

If the filter is water-cleaned, wait until it gets completely dried before insert it.

The white wings of the cover should be put into the dust box.

When you push it smoothly, it will be naturally inserted due to the magnetic power.

To reuse the filter, you need to water-clean it after removing it from the dust box.

For removal of the filter, see the Step 3 at the “Cleaning the dust box”.

The life span of the filter is around six (6) months. Any end-of-life filter shows worsened performance.

The life span of the filter can decrease depending on usage environments.

Replacing the filter

Do not use any detergent; use only water to clean it.
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Cleaning the falling point-detecting sensor

Cleaning wheels

01. Turn over the robot cleaner.

01. Turn over the robot cleaner.

02. Clean the three spots of the sensor seen in the figure, using cotton swabs.

02. Clean the wheels using the brush.

Use some water.

Do not directly moisten the floor or do not use benzene or alcohol.

In cleaning, it is advised to use only the brush.

Turn one wheel a bit to clean the whole wheel part.

Remove hairs and other foreign substances, which disturb operation of wheels.
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01. Turn over the robot cleaner.

02. Lift the cover of the dust intake.

03. Hold the fixing pin of the rubber brush and lift it to remove it.

04. Clean the removed brush with the brush.

05. Insert back the rubber brush.
Check the groove shape and insert it into the fixing hole of the rubber brush. Then, fix the wing of the 
fixing pin to the fixing pin.
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06. Insert the cover of the dust intake.
Insert the protruding part of the cover before others. Then, it will be fixed due to the magnetic power.
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Batteries are consumables. The longer they are used, the shorter the usage time becomes.

Life span of the battery

Usage time of the battery

Replacing the battery

Replacing the battery manually

We guarantee twelve (12) months month in general usage environments. 

For ideal battery use, make sure that it is always charged.

The life span of the battery can vary depending on the usage environments.

In initial use, you need to manually charge the battery to fill it up before using it.

The charging time is around one (1) hour.

After complete charging, the product can perform cleaning operation for around one hour.

In complex or dirty adjacent environments, the cleaning operation time may decrease.

Once the cleaning operation time gets considerably shortened, you need to replace the battery.

Make sure to use standard batteries.

For purchase of additional batteries, please contact our service center.

If you feel difficulty in manually replacing the battery, please contact our service center.

01. Turn over the robot cleaner.
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02. Loosen the four screws of the battery cover and lift the cover.

03. Remove the battery and pull out the battery pin.

04. Fix the battery pin of the new battery in and then insert the battery.

Once the screws are loosened, the battery cover can be immediately open when you lift it with the 
flathead driver.

In pulling out the battery pin, you need to press the lock at the same time.
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Using the battery for a long time
If you do not use the battery for a long time, charge it completely and separate the battery from the 

main body before leaving it.

Cleaning the dust intake and the dust box frequently.

If you use the product filled with foreign substances and dust, it can cause increase in rotation of inter-

nal motors and then shortened life span of the battery.

Charge the battery all the time before using the product.

In charging or long-term storage, keep the product avoid direct sunrays and fire.
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The list shows basic voice announcements, which is subject to change for users’convenience.

Voice announcement functions

Check the message function

Start the automatic cleaning.

Start the automatic cleaning of the dustcloth. 

Start the wall cleaning.

Start the focused cleaning.

Start reserved cleaning. 

Start the cleaning under the bed.

The cleaning is completed.

The cleaning is cancelled.

Move to the charger.

Start the charging.

Start the macro setup.

Macro No. X is set.

Execute the macro No. X

The macro is completed.

The time adjustment is completed.

Move to the indicator No. X.

The reservation No. X is set.

Start the motion play. 

Stop the motion play. 

The battery is discharged.

There is no dust box inserted.

Put the product on the floor.

Check the wheel.

Check the main brush.

Check the side brush.

Errors are generated.

The battery is discharged.

The dust box is removed.

The robot cleaner is lifted from the floor.

The wheel is overloaded.

Overload is generated due to foreign substances in the main brush.

Overload is generated due to foreign substances in the side brush.

Errors occur (See the error code).

The automatic cleaning is launched.

The automatic cleaning is launched with the dustcloth inserted.

The corner-cleaning operation is launched.

The focused cleaning is launched.

The reserved cleaning is launched.

The cleaning under the bed operation is launched.

The cleaning operation is completed.

The Stop button is pressed during cleaning.

The [Charging] button of the remote controller is pressed or 

the product is moving for automatic charging.

The charging is launched.

The macro setup is launched.

The macro setup is completed.

The macro execution is launched.

The macro execution is completed.

The time setup is completed.

The product starts moving to clean a specified room.

The reservation setup is completed.

The motion play is launched.

The motion play is stopped.
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System error codes list

If the product stops working with error codes displayed, you can resume the operation with 
the [POWER] button.

If you tried following the measures given below, please contact our local service 

The announcement for faulty situations will be heard for the initial one time.

[E.01]

[E.02]

[E.03]

[E.06]

[E.07]

[E.08]

[E.09]

[E.10]

[E.11]

[E.12]

[E.13]

[E.15]

Reason

Measures

Reason

Measures

Reason

Measures

Reason

Measures

Reason

Measures

Reason

Measures

Reason

Measures

Reason

Measures

Reason

Measures

Reason

Measures

Reason

Measures

Reason

Measures

The battery is discharged and it cannot work.

Charge the product manually.

Product operation is tried with the main body connected with the adapter.

Disconnect the adapter from the main body before the operation. 

Product operation is tried without the dust box inserted.

Insert the dust box.

Both the wheels are lifted.

Place the robot cleaner on the floor or lift it to another site.

Either or both the wheels are found to have overload.

Lift the robot cleaner to another site.

The air inhalation fan is found to have overload.

Remove foreign substances from the air inhalation holes. Remove dust from the dust box.

The main brush fan is found to have overload (over a reference level).

Clean foreign substances from the main brush.

The side brush fan is found to have overload (over a reference level).

Lift the robot cleaner to another site.

The product cannot normally move due to obstacles.

Lift the robot cleaner to another site.

Too many bumper collisions are successively detected during move (over a reference level).

Lift the robot cleaner to another site.

The product detects risks of fall successively (over a reference level).

Lift the robot cleaner to another site.

Other errors

Please contact our service center.
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Checkpoints before request for after-sales service

Error details Checkpoints and actions to be taken

Q. The robot does not work. (1) Turn on the power switch at the right bottom of the rear part.

(2) Check if the battery is discharged.

   -> Charge the robot with the charger.

Q. The robot cannot be charged. (1) Clear away obstacles from the charger.

(2) Check if the charger is turned on.

(3) Turn on the power switch at the right bottom of the rear part.

   -> If you force the robot to be charged, it may not work.

Q. The robot cannot be operated with 
    the remote controller.

(1) Try matching with the remote controller. 

(2) Change the battery of the remote controller.

Q. The remote controller does not work. (1) Change the battery.

Q. The sucking power is weak. (1) Empty the dust box.

(2) Clean the filter of the dust box.

(3) Check if there are foreign substances in the intake.

Q. The robot cannot be turned on. (1) Turn on the power switch at the right bottom of the rear part.

(2) Check if the battery is discharged.

Q. The brush does not rotate.

Q. The noise gets stronger than before.

(1) Check if there are any foreign substances around the brush.

(2) Check if the brush is properly inserted.

Q. The robot works abnormally during 
    cleaning.

(1) Check if the filter of the dust box is properly inserted.

(2) Check if there are any foreign substances around the brush.

Q. Reserved cleaning cannot be made.

(1) Check if the dustcloth is inserted (if exists) and then if it is 

    appropriately inserted.

(2) Turn on the power switch at the right bottom of the rear part.

(3) Clean the sensor and the adjacent part with a soft cloth.

Q. The robot does not work with any
    button.

(1) Check if current time is properly set.

(2) Check if a reservation setup has been made.

If the main body is directly connected with the adapter for charging, 
no button input will work.
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